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Paragraph # 5.

Memo for Ops Record

Subjects “Parmﬁal Equipment, Staff Vieit to EAFE and Del Rio AFB",
PACK  (FOR EJECTION SEAT)

All efforts in seat pack design for project use must be directed
towards s singuler configuration for all units. This espect of course
is but supplementary to ssfety, comfori and gurvival requirements salready
sutlined in discussions and specifications dating to project 4nception,

The new seat pack will be of smaller dimensions then the presently
uged seat pack due to smaller dimensions of the seat pack well in the
ejection seat, This will require the local manufacture of & light
mi%ht vood or metal positioning device for the new seat pack whenever
1% is uped in the old (cold) sest, S3eats, cold or hot are to be inter-
changesble in each project sssigned sircraft, The quantity of survival
gtartobncarrie&Mthanwmtpackwﬁlmnasthanmualy
carried in the old seat pack.

All boses protruding from new seat pack will do so from the left
vear cornsy. This will necessitate repositioning of the oxygen regulator
from placement presently recommended in the F.0.G. new sest pack design,

ator placement is to be in the rear left corner with the emergency
0% oylinder egainst rear well of seast peck, The press to test will be
positioned st the left front corner of the pack midline betwsen top and
bottom of herd pan and as close to the corner es engineering practices

vill premit,

The present type sero tech quick disconnect and hose connections
will continue to be used. The ship mounted femele asro tech quick
disconnect 1s to remain unchenged in position and type.

Acceptence of the new sest pack will not require modification of
sny component system of the aircraft, LAC engineers have subjected
the components of the old seat peck to ground test ejections. All
reports have indicated adequacy end success.

An sutomatic method to activate the 0% supply at time of ejection
has not yet been devised to work in conjunction with the cockpli left
console ship mounted ssro tech quick disconnect. In the interim period
svaiting this capebility, the pilot will be required to menuelly
activate the emergency supply prior to ejection, The emergency supply
will not meter oxygen until ejection is accomplished regardless of what
time the emergency 02 supply is slerted prior to ejection, This iz a
desireble festure,
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The new seal psn i3 reported to lack comfort, The discomfort
bas been considmred sericus snough to be noted in the aircyeft
hzwmm:mrgummmmmmmgmm
peviods, » section of WRSP-/ will determine the exsct short~
mmﬁwmmmm ts through attexpts in
tiiting seat pack assembly, ! necessary vedesicn of sest pan.

mmmmammw:mtm LAC and
mr&.mwmmmmwrmgﬁm
snjolned to & manual regulstor selector, Sedsctions will pernit activation
«ﬁwﬁzmmm It hes long been the cortention of the
te that & aingle mmmmmmwmmw
wﬂmwmwﬁ’ oo
assurence to the pllots and
,‘mmu. is also understood that the modificetion
Wh@mﬁ&ﬂﬂeﬁfwlm

m. penalty iz cslculated at betwesn 30 to 40
The new seat wmhqﬁmﬁwn}zmw{waﬁm
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